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A quick look into the past

Slide 2

Late 2013:
Started working 
on Rayleigh-OFDR

Fibers integrated in coils 
by co-winding 

Tests down to 4.2 K
Detection time w/ 

Fiber vs Voltage

Fibers integrated into 
CORC Cables (w/ ACT)

2020

In-field Strain/Temp 
Decoupling

First ever Type-II 
FBGs Cryogenic 
Characterization

2016 2021

Established my own 
research group at 
Penn State

2022
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Rayleigh-scattering OFDR
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Optical Fiber Sensors rely on interactions of light with fiber 
material

Can measure temperature and strain with:

• Immunity to electromagnetic signals

• Favorable geometrical and mechanical properties 

• Distributed sensing on single fiber
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Improved Rayleigh OFDR
• Modified the ODiSI interrogator platform to increase interrogation length/speed 

combination

• Obtained 100 m length at 100 Hz

• 6 cm gauge length
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RT 77 K

Comparison of Spectral Shift Distributions b/w modes

In Collaboration with:
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Improved Rayleigh OFDR
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Signal to Noise Ratio Signal to Noise Ratio Temperature Sensitivity

In Collaboration with:
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SMART Coil-to-Coil Insulation for NI coils

• Optical fiber wound in a spiral & embedded in a matrix of 
electrically insulating material

• ”Smart” insulation is coupled to a NI REBCO pancake coil
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Figure 11: Relative positions of Coil, Smart Insulation, and Heater
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SMART Coil-to-Coil Insulation for NI coils
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time=87 s

Figure 15: Time evolution of coil voltage, transport current, and 

heater signal.
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Rayleigh-OFDR in AC conditions

• What happens when a coil with an integrated optical fiber is operated with low-
frequency AC current? 

• Does AC operation prevent rapid, effective detection of hot-spots?
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• Fast, 4-quadrant power supplies
• Rayleigh-OFDR for fiber interrogation
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Rayleigh-OFDR in AC conditions
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AC Current, 90% Ic, 5 Hz

0 T

1 T

2 T

10% Ic

50% Ic

90% Ic

Extended Study with 5 Hz 
AC current in Pancake Coil

Comparison Snapshot
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Rayleigh-OFDR in AC conditions
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90% Ic,RMS, DC

90% Ic AC

Granularity due to AC 
current (confirmed by FFT)

No Current DC Current

1 Hz AC Current 1 Hz AC Current 
w/ Heat Pulse

Fourier Analysis could actually be used for diagnostic/detection
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Rayleigh-OFDR in AC conditions
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When looking at the Frequency Domain analysis of samples in AC self-field vs DC 
background field, one more effect becomes evident:

𝐽 ∝ sin 2𝜋𝑓𝑡

𝐵𝑠𝑒𝑙𝑓 ∝ sin 2𝜋𝑓𝑡

𝐵𝑒𝑥𝑡𝑒𝑟𝑛𝑎𝑙 = const.

𝐹𝐿,𝑒𝑥𝑡𝑒𝑟𝑛𝑎𝑙 ∝  𝐶1sin 2𝜋𝑓𝑡 + 𝐶2sin2 2𝜋𝑓𝑡

Straight Sample, 
Self-field

Coil Sample, 
Self-field

Coil Sample, 
2 T Background field

𝐹𝐿, 𝑠𝑒𝑙𝑓 ∝ sin2 2𝜋𝑓𝑡

2𝑓
2𝑓

1𝑓

2𝑓
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Rayleigh-OFDR Strain-Temperature Decoupling
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Apologies for the poor formatting of the charts!

Blue: Compensated
Red: Uncompensated

0 𝜇𝜀

500 𝜇𝜀

1000 𝜇𝜀

Ice cube placed on a strain fiber (on a copper plate) Error at 3 temperatures, including 77 K
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Phase-Sensitive OTDR

• Conventional Telecom Grade Optical Fibers
• No need for pre-processing optical fibers

• Cheap (<0.5 USD/m)

• Available in hundreds of kilometers, extremely repeatable properties

• Distributed measurement

• Mostly sensitive to time-dependent strain, sometimes referred to as 
Distributed Acoustic Sensing
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Phase-Sensitive OTDR (ϕ − 𝑂𝑇𝐷𝑅)

• Very coherent, narrow linewidth laser is needed

• Also based on Rayleigh-backscattered light

• But here the backscattered light is combined with its delayed version (or mixed with a 
copy of the laser in a local oscillator) ➔ interference pattern allows detection of phase 
changes

• Time domain mapping yields position encoding, like any OTDR

• Long story short: spatial-temporal demodulation of phase from an optical fiber
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Gauge Length Δ𝐿

Φ Φ

ΔΦ

fiber Sensitive to dynamic strain ~ 
”distributed acoustic sensing”
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Cryo Characterization of ϕ − 𝑂𝑇𝐷𝑅
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• Initial Experiments in Cold Nitrogen Vapor
• Fiber housed in a 5cm long copper tubing wrapped with Nichrome wire (localized heater)
• Fiber gauge length ~ 1 m, steps of 40 cm
• Thermocouple soldered on copper tube to measure temperature

• Despite significant spatial averaging effects (5 cm heater vs 100 cm gauge length), very good 
temperature sensitivity and correlation with thermocouple
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Cryo Characterization of ϕ − 𝑂𝑇𝐷𝑅

Slide 16

• More experiments in Liquid Nitrogen (77K) in a REBCO Pancake Coil
• Fiber embedded in a large REBCO pancake coil (~100 m of conductor length and 100 m of fiber). 
• Heater Pulses of various power

Coil Pack:

Fiber

REBCO 
ConductorKapton

Heater: 0.5 W for 10 s Heater: 1 W for 10 s
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Cryo Characterization of ϕ − 𝑂𝑇𝐷𝑅
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Measurements of Phase Shift in a Cryocooler during warm-up of the cold-head

• Great Repeatability
• Some sort of transition measured consistently at specified temperatures – figuring out what those are…
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Brillouin-scattering OTDA

• Brillouin Scattering is an interaction b/w light (photons) and phonons in a 
medium (in this case it’s the optical fiber core)
• Spontaneous Brillouin Scattering ➔ BOTDR (needs one end access, lower SNR)

• Stimulated Brillouin Scattering ➔ BOTDA (needs to access both ends; higher SNR)
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Pump 

Light, 𝑓𝑝

Probe CW 
Signal, 𝑓𝑠

Δ𝑓 = 𝑓𝑝 − 𝑓𝑠

Sweep Δ𝑓 and obtain intensity of the Probe Signal vs Δ𝑓, it’ll 
peak at the Brillouin Frequency



SCURTI GROUP

Cryogenic Characterization of Brillouin-OTDA

• Sumitomo Cryocooler used to go down to ~ 5 K

• A few meters of optical fiber looped in a circle and placed on the cold 
head w/ grease

• No problems with optical feedthrough across vacuum cryostat
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Cryogenic Brillouin-OTDA
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• Fairly linear at high temperature

• Quadratic-like behavior of central Brillouin 
frequency with three different “regimes”:

~ T<50 K, negative slope, high sensitivity
~ 50-80 K, Low sensitivity (with a zero)
~ T > 80 K, high sensitivity
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Cryo-BOTDA: Comparison w/ Literature
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In this article, between 227 K and RT, the slope is 
1.2 MHz/K, whereas in the lower region b/w 164 K 
and 204 K , a higher sensitivity of 1.37 MHz/K

Our data show between 227 K and 261 K the slope is 
1.32 MHz/K. In lower temperature region 164K-204K, 
the sensitivity is 1.77 MHz/K.
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Ideas to overcome region of T insensitivity
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Amplitude Central Frequency Linewidth

The change in Linewidth or Amplitude of the Brillouin peak could be used to 
compensate in region of lower sensitivity of the central Brillouin frequency (~50-80 K)

For some reason, lower SNR on Amplitude and Linewidth ➔ trying to figure out why, but ideas could be valid



SCURTI GROUP

Type-II Fiber Bragg Gratings
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• Multiplexing of EFPI and type-II FBGs on single fiber (not shown here)

• Characterization of Type-I vs Type-II FBGs at cryogenic temperature (< 5 K)

Cycled experiments to 
estimate (< 10 K)
- T Sensitivity
- T Resolution
- Meas. Precision
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Recap & Conclusions Part 1
• Rayleigh-OFDR

• New 100 m at 100 Hz mode developed and characterized to show comparable performance to 
older modes

• Temperature mapping on surface of NI or insulated Pancake coil demonstrated – can be used 
in-situ during coil operation (quench detection)

• AC operation induces periodic component on Spectral Shift signal that scales with Lorentz 
force (i.e. I/Ic and B)
• This can be either minimized via strain/temp decoupling, or leveraged to detect anomalies 

• Brillouin-OTDA
• Cryogenic Characterization shows high sensitivity in 5-40 K range, along with region of zero 

sensitivity ~50-80 K
• Methods to overcome lack of sensitivity at 50-80 K are being developed

• Phase Sensitive-OTDR
• Advantage in interrogation length and speed, promising sensitivity at cryogenic temperature
• Temperature Effects yet to be fully understood

• Type-II FBGs behave similarly to type-I at cryogenic temperature

Slide 24
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Effects of Ionizing Radiation on Optical 
Fiber Sensors
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Outline:
• Radiation Induced Attenuation
• Effects on Rayleigh scattering
• Effects on Brillouin at RT and 77 K
• Highest Radiation Tolerance ever recorded
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Radiation Induced Attenuation

• Ionizing radiation creates material defects that give rise to optical 
attenuation

• Effect is highly dependent on fiber materials, wavelength of light, 
radiation type (and temperature?)

• My group can measure radiation induced attenuation in both the 
visible range and the near infra-red (most fiber sensors work near 
1550 nm)
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Radiation available at Penn State: 
• Pure gamma (Co-60)
• Mixed neutron and gamma from our 

nuclear reactor
• Thermal spectrum
• Fast neutrons (>0.1 MeV)

𝜆=1500-1550 nm

NIR RIA
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Brillouin-scattering at RT and 77 K
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Room Temperature Irradiation
Pure Silica Core Optical Fiber
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Fibers Irradiated with 1-2 MeV Gamma radiation at Penn State’s Co-60 Sources

As expected, up to 8 kGy shouldn’t cause much Radiation 
Induced Attenuation on fiber with this core/cladding materials.

More interesting is to look at Brillouin Frequency, since that’s 
what we use to back out temperature or strain.

77 K

RT
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Brillouin-scattering at RT and 77 K
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Room Temperature Irradiation
Pure Silica Core Optical Fiber
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Fibers Irradiated with 1-2 MeV Gamma radiation at Penn State’s Co-60 Sources

No effects neither at RT nor at 77 K on the Brillouin Frequency – promising!

77 K Cryo Irradiation
Pure Silica Core Optical Fiber
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Reactor Irradiation of Optical Fibers
• Radiation field relevant for fusion magnets (neutrons + gammas)

• We have data on reactor irradiation measuring: 

• Radiation Induced Attenuation of various fibers

• Effects on Fiber Bragg Gratings, 

• Effects on Rayleigh-scattering in various fiber materials

• Effects on fiber coating material

• One last piece of data:
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Hollow Core Fiber

Most Rad Tolerant 
Fiber known

6x More Rad 
Tolerant!
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Thanks to my group members…

• Shlomi Zilberman (Research Scientist)

• William Lo (Postdoctoral Researcher)

• Nailah Oliver (PhD student)

• Matt Leoschke (PhD student)

• Karla Herrera (PhD student)

• Roman Samulyak (PhD student)

• Matheus de Morais (PhD Student)

• Marcello Catellani (MS Student)
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…and to my Sponsors

…to PSI+EPFL for hosting



SCURTI GROUP

Presentation Title

Presenter Name, Title

SCURTI GROUP

Thank you!

fscurti@psu.edu

https://sites.psu.edu/scurti (under construction)
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